Heat Sealable Polyester Film PEAR-F
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Heat Sealable Polyester Film PEAR-F

Typical values

Poduct Code

Poperties Test Method
HS0120 HS0150 HS0200 HS0250 HS0300 HS0360
GENERAL
Nominal Thickness M1 cm 12 15 20 25 30 36
Gauge SRE Method 48 60 80 100 120 144
vield m/ kg v 60 48 36 29 24 20
id/lb 42200 33700 25200 20200 16800 14000
MECHANICAL
MD kg/cim 1800 1800 1800 1800 1800 1800
. . kpsi 26 26 26 26 26 26
T2V 2
fensilee8gth (m"'éD kg/ci ASTM D 882955 1900 1900 1900 1900 1900
kpsi 27 27 27 27 27 27
Elongatdabrigak MD 0 120 120 120 120 120 125
(min) TD & ASTM D 882 110 110 110 110 110 115
SURACE
N . |. Static - 0.50 0.50 0.50 0.45 0.45 0.45
Cobfcret of Frictiof omic . ASTM D 1894 45 0.45 0.45 0.40 0.40 0.40
Plain Side 44 44 44 44 44 44
Surface Energy| Coona Side Dyne/cm ASTM D 2578 54+ 54+ 54+ 54+ 54+ 54+
Acrylic Side 42 42 42 42 42 42
THERMAL
Shinkage MD 0 2.2 2.2 2.2 2.2 2.2 2.2
. % ASTM D 1204
(150°C, 30 min TD ? S 0 0.4 0.4 0.4 0.4 0.4 0.4
OPTICAL
Haze 3.0 3.0 3.0 4.0 4.0 5.0
0,
Transmittance & ASTM D 1003 90 90 90 90 90 85
BARRIER
gm/diday 40 35 30 25 25 20
° 0
WVTR (38°C & 90% RH) gm/10@ihay ASTM F 1249 s 5 2 9 19 1.6 1.6 1.3
cc/iiday 130 110 90 70 70 50
o 0,
OTR (23°C & 0% RH) cc/10¥®iday ASTM D 3985 8.1 6.9 5.6 4.4 4.4 3.1
Seal &ngth (C20 Sealable/Seallabe
2.8 Bar / 2 Sec) Side gm/25mm ASTM F 1249 400 450 500 550 600 650
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Notesl) Heat Sealable side is available wound inside/outside of the roll - ustomer to specify accordinglys r&)quAbeovenpro 3¢ riiele 2 o tthee nwosléd eplecdl eulit thees wahees given above are nol



